Cleaning the Suds Pump
The Suds Pump has seven parts that need to be pulled apart for cleaning. 

We recommend you do this over a surface that has edges, so that no parts are lost.

1. Remove the cap and unscrew the bottle from the pump/collar.

2. Remove the long, thin 3½" tube from the pump be gently pulling on it.

3. Pull the clear cup piece that fits into the pump top/collar by slowly twisting downward. The ball bearing will come out at this point. Do not misplace the ball bearing.

4. Finally, pull gently on the spring, and an additional plastic tube with a spring will pull away. This leaves you with the white pump and collar.

5. Soak all parts in extremely hot (not boiling) water. Let all parts dry completely— overnight, if possible. To reassemble, follow above steps in reverse.

Cleaning the Kitchen Spritzer

The Suds Pump has five parts that need to be pulled apart for cleaning.

We recommend you do this over a surface that has edges, so that no parts are lost. 

1. Remove the cap and pull out the white inner tube.

2. Unscrew the collar and spray nozzle from the bottle.

3. Remove the collar from the spray nozzle portion. The remaining tube and collar assembly should not be pulled apart.

4. Soak all five parts in a solution of very hot (not boiling) water and vinegar. Use a ratio of 1 cup of water and 1 tablespoon of distilled white vinegar. Let all parts dry completely before reassembling, preferably overnight.

